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@ I:] @ Pin # Signal Direction Description Signal Level
1 GND - Power Ground Ground
2 TxD Output UART Data Output TTL
3 RxD Input UART Data Input TTL
o 4 RTS Output UART Ready to Send TTL
@ (GJOXOXTIDXE) @ 5 CTS Input UART Clear to Send TTL
OJOXOXOJXO)
~ - 6 VDD Input DC Input (3.0~3.3V) Power
¢ T i T ¢ I 7 Pairing Input Pairing Input (Active Low) TTL
Pairing DCD DSR DTR RST GND 8 DCD Output Bluetooth Connect Detect (Active Low) TTL
@ @ @ @ 9 DSR Input Data Set Ready 7L
10 DTR Output Data Terminal Ready TTL
O0JO10J010
GND TXD RXD RTS CTS VDD 1 RST Input Reset (Active Low) TTL
I ¢ T i T 1 12 GND - Power Ground Ground
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Serial Interface Environmental
— UART interface, 2.54mm Pin Header 2X6 (12pin) — Operating temperature: =30°C ~ 80C
— Serial UART speed up to 921.6kbps — Storage temperature: —40°C ~ 85°C
— CTS/RTS flow control, DTR/DSR for loop—back & full transfer — Humidity: 90% (Non—condensing)
Bluetooth Physical Properties
— Bluetooth v2.0 + EDR Class1 — Dimension:
— Level — 18 dBm 275 mm L (1.08in)
— Profile: Serial Port Profile 30.0 mm W (1.18in)
— Working distance: Nominal 100m 14.0mmH (0.55in)

— Weight: 6 g

Max. Tx power

- 18 dBm Regulatory Approvals
— FCC, CE, TELEC, KCC, SIG

Receive Sensitivity

- -90 dBm SIG QDID
— B0158%6

Configuration

— ParaniWIN, ParaniWizard, Modem AT command set Warranty

— 1-year Limited Warranty
Firmware upgrade
— by ParaniUpdater

Power
— Supply voltage: 3.3V DC

K — Supply current: 10mA — 60mA /
Parani—ESD100V2 AELE] 7 |E

Parani-ESD100V2 AEtE] 7|E= AISXIC| 7HHE Z0[ot 57| YoM CHe2l ME 3|2
£ X|¥ote HIts =Lt B -
— Paran—ESDI00V2 CIEImI0[A, &2l RS232 CIEIHI0[A, Resel LED, Pairing, H/W S& X|0{ [Power npuit}—o (g

ESD100V2/110V2
Interface

0.

ES=I =]
T = ©
( \
Hig 2= HE 4%/USE
= = = = S=

Parani—ESD100V2 LHES ERFA-AZY 25, A 1
E2EA v20+EDR, ! QtH|LE LHE

ESD100V2-01
LHEE:
~ Parani—-ESDIOOV? BE (2-HC 2 oL} BTOIAL : (ZF)EIMIFZI / TCPH3
ESDI00V2Z AEIE| 7|E WS RN E S = S0

152-790 M2 F25 23§ 212-8%n|

es: QEZNAEEY AN 17022 ‘TCPHEI'
ESD100V2SK—=02 | — Parani—~ESDI00V2 25 (2—-EE | OteLb MY 02-711-2508 / ®A: 02-711-2509
. (1= B O: teplink@tcplink.com

~ Al2I2t ol HolZ :
~ DC 1% Ofetey TCP/MD
— 2| AEIE 7}0|E LI e

(F)TCPYA
www.tcplink.com / www.teplink.co.kr

Vs
|\




